AMENDMENTS TO THE SPECIFICATION; 



Please delete the word Description" on page 1, line 3. 

Please insert the following heading on page 1, line 4: -FIELD OF THE INVENTION- 

Please insert the following heading on page 1, above line 16: -BACKGROUND OF 
THEINVENTION- 

Please amend the paragraph beginning on page 2, line 27, as follows: 

Tho nhjoct nf th e pr e s e nt inv e ntion in comparison with the rolatod art io Accordingly, it is 
desirable to create a measuring system and a sensor system of tho typo defined in tho preambl e, 
so that they will be simple to construct and will allow a rapid determination of the quality of the 
particular fluid while being easy and uncomplicated to operate. 

Please insert the following heading on page 3, above line 1 : -SUMMARY OF THE 
nsrVENTION- 

Please amend the paragraph beginning on page 3, line 1, as follows: 

This object is achieved with a A measuring system according to one aspect of the present 
invention by designing th e includes a first sensor that is designed as a dielectric sensor having a 
stray-field capacitor which functions as the measuring capacitor and is immersible in the fluid, 
while [[the]] a second sensor is designed as a temperature sensor that is immersible in the fluid. 
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Please insert the following heading on page 6, above line 17: -BRIEF DESCRIPTION 
OF THE DRAWINGS- 

Please insert the following heading on page 6, above line 25: -DETAILED 
DESCRIPTION OF VARIOUS EMBODIMENTS-. 

Please amend the paragraph beginning on page 9, line 5, as follows: 

According to Figure 3, feeder lines 15, 16 of the measuring capacitor and blind spur lines 
17, 18 are arranged in alternation, but Figure 4 shows an arrangement in which the two feeder 
lines of measuring capacitor 14 and the two blind spur lines (i.e. at least one blind spur line) of 
the auxiliary capacitor are arranged directly side-by-side. In some embodiments. [[The]] the 
distance between the feeder lines [[is]] maybe selected in such a way that the total width of the 
feeder lines running side-by-side and in parallel corresponds approximately to the width of 
measuring capacitor 14. 

Please insert the following paragraph beginning on page 10, line 7: 

Other embodiments of the invention will be apparent to those skilled in the art from a 
consideration of the specification or practice of the invention disclosed herein. It is intended that 
the specification and examples be considered as exemplary only, with the true scope and spirit of 
the invention being indicated by the following claims. 
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